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PYRAMID MODEL # Merlin/ 2012/ 2016 APPROVAL | NI TI ALS
RADIO M ODEL : Maxon SM-2000 Series- Conventional ENG NEER
ENGINEER: C. Carbgjal DEPT. HEAD
Connections. Pyramid Function Radio
Black/Shield Ground DB15pin13
White TxAudio Out DB15pin15
Blue OnAir Detect N/C
Green PTT Out DB15pin6
Red Switched B+ DB15pin14
Ydlow RxAudioln DB15pinl
Violet COR DB15pin3
(Optional) Brown Audio MuteOut N/C
(Optional) Grey MicMute/ ChanChng N/C
2012/Merlin J1 [Out] Txaudio level Pyramid  Mobile COR Polarity: High
Jumpers: J2 [In] Local PTT Loop Program: Mobile Type: Conv.
On-Air Polarity: Low
2016 J1 [In] Loca PTT Loop

Jumpers. J2 [Out] Txaudioleve

Additional M odifications(Merlin/2012/2016): Alignunit asper servicemanual.

Additional Modifications (Radio):
1. Removeblack wirefrompin1 of optionboard connector. Jumper thiswirethroughapprox. a50K Ohmresistor
topin9of IC404. ThisistheMSK audio input to theradio.

2. Removetheblack wirefrompinZ2 of optionboard connector. Jumper thiswireto pin2of CN401. Thiswill provide
Switched +12V to pin 14 of the DB-15 connector.

Note: Option board isan add-on PCB connected to CON 404. Pin 1 of the white option baord connector is
closest to edge of radio chassis.




