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PYRAMID MODEL #:2012/2016/ Merlin

APPROVAL | NI TI ALS

RADIO M ODEL : Midland 70-382B ENG NEER
ENGINEER: W. Carlin DEPT. HEAD
Connections. Pyramid Function Radio
Black/Shield Ground ChassisGround
White TxAudio Out J386 pin 1 (front panel tomicconn.)
Blue OnAir Detect N/C
Green PTT Out J386 pin 3 (front panel to mic conn.)
Red Switched B+ J381 pin3(front panel)
Yédlow RxAudioln IC3pin 20 (MX325 on CTCSS PCB)
Violet COR J359 pin 2 (mainlogic PCB not populated)
{ Optional} Brown AudioMute J381 pin 5 (front panel) * SeeNote 1
Grey MicMute/ChanChng  N/C
2012/Merlin J1 [Out] TXaudiolevel Pyramid  MobileCOR Polarity: High
Jumpers. J2 [In]  PTT loopback Program: MobileType: Conv
On-Air Polarity: Low
2016 JL [In] PTT loop back I/OPIN9 Mute
Jumpers. J2 [Out] TXaudioleve

Additional M odifications(2012/2016/M erlin):
ToincreasetheM SK encodeoutput level performthefollowing:

2012: ChangeR34to 1.0KOhms

2016/2017: Change R54 to 1.0K Ohms

Adjust the CORthresholdfor 2.0V DC.

Additional M odifications(Radio):

1. Cuta¥4' holeinthesideofthefront escutcheontoroutetheMDT cableintotheradio. Securewithastrainrelief.

Notel: Install Brown wireasindicated if tonestrippingisdesired (Rx muteduring M SK receive).
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