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PYRAMID MODEL #2012/ 2016/ Merlin APPROVAL | NI TI ALS
RADIOMODEL: Vertex VX-4000 SingleBand/ SingleHead ENG NEER
ENGINEER: C. Carbgja DEPT. HEAD
Connections. Pyramid Function Radio {DB-25 Connector}
Black/Shield Ground Pin7
White TxAudio Out Pin13
Blue OnAir Detect Pin12
Green PTT Out Pinl11
Red Switched B+ Pinl14
Ydlow RxAudioln Pinl7
Violet COR Pin20
Brown RX AudioMute N/C
Grey MicMute/ Ch. Chng. N/C
Merlin J [Out]  Txaudiolevel Pyramid Mobile COR Polarity:  Low
Jumpes 2 [Out] LocaPTTLoop Program: MobileType: Conv.
A [Out] CORPuUllUp On-Air Polarity: Low
2012 1 [ow] Txaudioleve /OPIN9 Mute

Jumpers. J2 [Out] Loca PTT Loop
J3 [Out] CORPullUp

2016 J1 [Out] Loca PTT Loop
Jumpers. J2 [Out] TXaudiolevel

Additional M odifications(2012/2016/Merlin): None

Additional M odifications(Radio):

1. EnsuretheV X4000 hasfirmwarev116 or later.
2. Ensurethat DSUB 20 & 21 aer programmed for "None" inV X-4000.
3. Ensurethat V X-4000 jumpersareset asfollows:

JP4 = Closed JP7 = Open
JP5 = Open JP8 = Open
JP6 = Closed JP9 = Open

4. IntheV X-4000 Remove F2001.
5. Add ajumper fromthe base of Q2012 to J2001 (DB-25) pin 20. Brings COR out to DB-25.
6. Install a2 amp fuse between J2001 (DB-25) pin 14 and the postitive side of C2208.

Brings Switched 12 Voltsout to DB-25.




