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PYRAMID MODEL #. 2012/2016/ Merlin APPROVAL | NI TI ALS
RADIO M ODEL : Kenwood TK-760G/762G mobile ENG NEER
ENGINEER: C. Carbgjal DEPT. HEAD
Connections. Pyramid Function Radio
Black/Shield Ground KCT-19 Pin 6
White TxAudio Out KCT-19Pin 9
Blue OnAir Detect KCT-19Pin 15 * seenote 3
Green PTT Out KCT-19Pin8
Red Switched B+ KCT-19 Pin 7
Y ellow Rx Audio In KCT-19 Pin4
Violet COR KCT-19Pin 11 * seenotel
Brown AudioMute N/C
Grey MicMute/ChanChng  KCT-19Pin1 * seenote4
2012/Merlin J1  [Out] TXaudiolevel Pyramid  Mobile COR Polarity: Low
Jumpers. J2 [Out] PTT loopback Program: Mobile Type: Conv
On-Air Polarity: High
2016 J1 [Out] PTT loopback I/OPIn9 Change

Jumpers. J2 [Out] TXaudioleve

Additional M odifications(2012/2016/M erlin): None.

Additional M odifications(Radio):

1. Removethegreywireofthe KCT-19CN4. Jumper thiswiretothesideR103that isconnectedto Pin7 of 1 CO.
* SeePage71inTK-x60 ServiceManual for detailsonpart location. If youarenot usng CTCSS/DCSdecode
onthemobile, do not preformthismodification.

2. Removethe Brown/Whitewirefromthe KCT-19 CN-5 Pin 3. Jumper thiswireto CN6 pin3(8TC).

3. FromtheEdit pull downmenuintheKenwood KPG-59D programming software, select the Optional Feautes
menu. Fromthismenuset DataTX with QT/DQT =Yes.

4. FromtheEdit pull downmenuintheK enwood KPG-59D programming software, select the Optional Feautes
menu. Fromthismenu set ACC Hook/CHS=CHS.
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